LTR 61251

Lamtrac’s LTR 6125 was designed to be an agile and valiant performer in the entry level dedicated mulcher category. The
125HP Cummins QSB 3.9 gives it the power it needs to generate 41GPM @ 6000PSI of high flow hydraulic power in a closed
loop system. Even in this size machine, designers where able to retain easy access to components. The undercarriage is
severe duty built for a machine weight of under 14,000lbs (3.75PSI). This means a durable track system with 18" pads, a low
center of gravity for optimal stability, and all in a nimble package that can be towed with a pickup truck.

Features Photos Videos
Dimensions Standard Equipment
Track Width 457.2 mm 18" Air Conditioning
Owerall Length 1449 mm 101107 Digital Dash Display
Overall Width 1499 mm 411" Suspension Seat
Owerall Height 2489 mm 82" Roof Exit
Ground Clearance 381 mm 15" Dome Light
Weight 5116 kg 11,280 lbs Joystick Controls
Insolated Cab
Dimensions (with mulcher) Cab Heater/Defrost System/Air Conditioning
Certified Cab - ROPS/FOPS/OPS
Owerall Length 4826 mm 1510° Easy Access Fuse Panel
Qverall Width 1449 mm 411" Full Instrumentation
Owerall Height 2489 mm 82" Manual Hydraulic Tank Pump
Ground Clearance 381 mm 15" Rear Cowling Canopy with Lighting
Weight 6250 kg 13,778 lbs
Ground Pressure 25.85 KPA 3,75 PSI
Optional Equipment
Performance Hydaulic Winch
Dozer Rake
Speed 0-6.9 km/h 0-4.3 mph Root Rake
Climbing/Side Hill 45° (100%) Rotary Cutter
Rear View Camera
Engine
Make Cummins
Model QsB 329
Displacement 3.9L
Horepower 93 kw 125 hp
Torque 404 Nm 298 ft/lb
Tracks
Steel linkage undercarnage
Capacities
Fuel Tank 196 liters 52 gallons
Hydraulic Tank 115 liters 15 gallons
Electrical
Voltage 12 Volts
Battery Capacity (Dual) 1300 amps
Alternator 105 amps




